
TEST NO Spinning Type
Machine 

Type
SPINDLE NONE Ŭe TPM U% CVm

THIN 

PLACES      

(-30%)

THIN 

PLACES      

(-40%)

THIN 

PLACES      (-

50%)

THICK 

PLACES   

(35%)

THICK 

PLACES   

(50%)

NEPS 

(140%)

NEPS 

(200%)

NEPS 

(280%)
Total IPI Hairiness S3 S4 Strenght Elongation

1 Conventional
RIETER 

G33
9-20 24 3,7 715 8,56 10,73 308,0 5,0 0,0 82,0 8,0 80,0 19,0 6,0 508 6,27 6104 2927 18,14 4,19

2 ProSPIN
RIETER 

G33
9-20 24 3,7 715 8,3 10,44 251,0 3,0 0,0 64,0 10,0 65,0 19,0 6,0 418 4,82 2981 1099 20,25 4,55

-3,04% -2,70% -18,51% -40,00% - -21,95% 25,00% -18,75% 0,00% 0,00% -17,72% -23,13% -51,16% -62,45% 11,63%

NE 24 %100 COMBED COTTON YARN Conventional / ProSPIN Test Result [ ÇERKEZKÖY Area ]

Diff.% (Conventional / ProSPIN) 






