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Ne 22 %100 CARDED COTTON WEAVING YARN Conventional / ProSPIN Test Result [ PAKISTAN/HYDERABAD Area |

Spinnin Machine SRS ~ THIN | THIN | THICK NEPS| NEPS| Total TOTAL IPI

TEST Nq ’; . 9 Type|™McNOSpindle NG Speed | NE|Act Nel b | TPM| U% | 9%CVm|9%6CVANPLACE| PLACE| PLACE| ool ool o™ | (D000 P I Hairinesy S8 | S1+2U | CLSP

yp yp (rom/min) (-30%)| (-50%)| (50%)
1 | conventional R(';e,ofgr 7 |1617-1624 19200 | 22 | 22,49 | 4,30 | 812 | 11,64 | 14,82| 464 | 2073 | o | 149 | 148 2379 306 743 | 6759 | 24147 | 2369
2 ProSPIN R(';fgr 7 |1617-1624 19200 | 22 | 22,21 | 439 812 | 11,2 | 14,27| 456 | 1727 | 3 | 117 | 123 1960 243 498 | 2055 | 16967 | 2784
Diff.% (Conventional / ProSPIN) -1,24%] 0,0094 0,00%q -3,78%| -3,71%]| -1,72%| -17,17% -66,67% -21,48%] -16,89% - -17,61% -20,59% -32,97% | -69,60% | -29,73% | 17,52%

Ne 30 %100 CARDED COTTON WEAVING YARN Conventional / ProSPIN Test Result [ PAKISTAN/HYDERABAD Area |

— . Spindle THIN | THIN | THICK

TEST N@ S?””{':g M_?Ch':e #Mc NOSpindle N¢  Speed | NE |Act. Ne| UL | TPM| U% | %cvm|%cvin PLACE| PLACE| PLACE ('2\';)'2 /S) ('2\';02/3) Tlc;flal (501/0;32 lFZ’('JO% Hairines§ S3 | si+2u| cLsp
- 0
yp yp (rpm/min) (-309%)| (-50%)| (50%) ° °

1 | conventional R('Besfgr 1 |1600-161 19.700 | 30 | 30,31 | 4,40 | 949 | 13,18 | 16,82 | 500 | 3563 | 20 | 388 | 746 4726 1163 633 | 5016 | 18809 | 2190
2 ProSPIN Réeégr 1 |1609-161d 19.700 | 30 | 30,30 | 4,40 | 949 | 12,76 | 16,34 | 511 | 3266 | 23 | 336 | 683 4308 1042 445 | 1343 | 14277 | 2495
Diff.% (Conventional / ProSPIN) -0,03%] 0,009 0,009 -3,19%| -2,85%| 0,39% | -8,34%| 20,609 -13,400d -8.45%| - | -8,84% -10,40% 20,70% | -73,23% | -24,00% | 13,93%
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Ring spinning Tests 8/1 Temperature
Normal Yarn Test speed 800.00 m/min Rel humidity
Automatic MS3 Test ime 0.50 min Absorber
Short Test length 400,00 m Yarn type
22.00 Ne Fibers 100% Cotton 3.90 Mic 1.04 inch
24.03 T/inch, USTER® STATISTICS 100% CO, ring yarn, ded, bobbi
Carded Comment Before COMPACT Attachment Installation

Weaving

Thin | Thin | Thick | Neps [Total IP, DR |Index|Relative| H
-30% | -50% | 50% ZOJ’% Stand. 1§S"m count

total

Jkm | /km | /km | /km | /km %
1,985 10| 140| 115| 265|21.80] 1. -0.47
2,113 5| 160| 150| 315]19.17 -1.78 0.55
2,145 13| 145| 155 313 | 28.20 033 033
2,113 10| 138| 103| 250(23.68 0.98 049
2410 213| 210| 4432218 0.44 036 |
1,973 123| 150| 275] 27.07 -0.76 040 |
1.825 130 180| 3182143 0.69 038
2,018 148| 125| 2782406 0.57 | 051
2,073 149| 148| 3072345 0.00 043 |
82 187| 236| 197| 128 i 17.8
143 23| 29 s0| 250 0.78 0.06 |
57| 42 :

n
o

Nwolnio|w

3

wEn

1917 -1.78 033 |

| 1.825
28.20 0.98 055 |

18 | 2,410

n
o

Aax| mMin | mMin
| 1m 3m

| x

11617/1 | 25188 7.224 9 < R do U"\;{ > L2 \'.’3

11618/ 1 | 32,484 | 12,254 | 3| -686

11619 /1 i -10.75

11620/1 | 24,099 | 6 |- I N/ / = / 5
11621/1 ' 6 5-
11622 /1
11623 /1
11624 /1

Q9s
USP™ 2013
Min
Max
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USTER® TESTER 6

Operator
Test D

FYP config.

1.7.85.43105

Process step
Material class
Measunng siot
1P analysis

Ring spinning
Normal Yarn

Automatic MS3

Short

Tests

Test speed
Test ime
Test length

8N Temperature 24.7°C
800.00 m/min Rel humidity 463 %
0.50 min Absorber High

400.00 m Yam type Normal

Product
Lot ID

Machine
Mill unit

22/1 COD WVG Nom. count

U3-RING-7

3A

Nom. twist
st

Nt

Fibers

60% Cotton 3.90 Mic 1.04 inch
40% Polyester 1.20 dtex 1.50 inch

USTER® STATISTICS 100% CO, ring yarn, carded, bobbins, weaving, 2013
Comment

After prospin compact

No.

%

CVm

%

CVm | CVm
im | 3m

% %

=
3

Thick
50%

Jkm

208%

/km

Total IPl DR |Index | Relative sh
Stand. 1g§‘m count

total
/km % %

1617 /1

1112

103

83

188 | 26.69 -0.18

1618/ 1

11.13

439

143

260 | 23.68 -0.63

1619/1

11.14

486

103

228 | 24.44 0.12

1620/ 1

11.48

145

293 | 22.93 -0.02

1621 /1

11.34

420

130

303 | 17.29 -0.72

1622 /1

10.92

90

200 | 18.80 -0.74

1623/ 1

11.20

98

220 | 27.44 1.47

1624 /1

11.25

123

255 | 3045 0.70

Mean
v

Qss

USP™ 2013
Min

Max

15
0.14

1092

1120

11.48

17
0.20
33
13.86
1464

No.

S1+42u| S3u

/100m /1

1617 /1

17813 2277] 5

1618/1

19,

1619/1

1620/ 1
1621 /1

A AQE

1622 /1
1623 /1

1624 /1

15.958

MEwomomwwuw

182

243 | 2397 0.00
17.1| 183
35| 366 ; 0.64

-0.74

1.47
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USTER® TESTER &

Operator
Test 1D
FYP config

Product
Lot ID
Machine
Ml unit

No.

1,7.85.43105

19157

Process step
Material class
Measuring slot
P analysis

Ring spinning
Normal Yarn
Automatic MS4
Short

Test speed 800.00 m/min

Test time 0.50 min
400.00 m Yarn type

Test length
100% Cotton 3.90 Mic 1.04 inch

" 30/1COD WVG  Nom. count

U3-RING-1

Nom. twist
Processing

30.00 Ne
24.03 T/inch,
Carded
Weaving

Fibers
USTER® STATISTICS 100% CO, ring yarn, carded, bobbins, weaving, 2013

Comment Before Compact Attachment T.M 4.40

3A
v CVm

% %

Application

CVm
im

%

Index | Relative

count

total
%

2.28

-
| 160971

12.65 | 16.06
12.70 | 16.29

492
5.30

-0.95
0.16

| 161071

’

| 161171
[e12/1

12.96 | 16.53

5.00
S.10

-0.22
-0.48

13511721

[ 161371

1421 | 18.02
13,69 | 17.50

5.74
5.10

0.92
0.19

1614 /1
1615 /1
10’0/ 1

13.00 | 16.65
12.70 | 16.27

5.22
438

-1.90

Mean

cVv

Qs
lUSP™ 2013

13.18 | 16.82
43 4.1
048/ o0s8

| 70
12.65 st.oe

1421 | 18.02

5.09
75
032
63
438
5.74

0.00

1.04

-1.90
228

S$1+2u | S3u

/100m [/100m

mMax
10m

%

C()Uh/é - 203‘

1609/ 1

19.685 | 5,506

6.05

1610/ 1

19,480

6.82

| 161171

18,851

554

| 161271

17,195

549

| 161371

18,951

824

| 161471

19,093

9.75

1615 /1

19,456

6.73

1616/ 1

17,760

3.59

Mean
v
Q95
USP™ 2013
Min

18,809
47
737

17,195

Max

6.53
28.6
1.56

359
9.75

19,685
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